This study investigates the numerical solutions of MHD boundary layer and heat transfer of the Williamson fluid flow on the exponentially vertical shrinking sheet, having variable thickness and thermal conductivity under effects of the velocity and thermal slip parameters. It is also assumed that shrinking/stretching velocity, as well as the wall temperature, has the exponential function form. In show that the buoyancy force and the slip parameters contribute to the occurrence of the dual solutions on the boundary layer and heat transfer flow problems. Furthermore, the stability analysis suggests that the first solution is stable and physically possible.
Introduction
The boundary layer pseudo-plastic fluids flows have vast industrial applications such as solutions of the polymers with higher molecular weight, emulsion covered sheets such as polymer sheets extrusion and photographic films etc. Since Navier-Stokes equations are not able to define all kinds of fluid flows, a comprehensive study is required to explore the rheological characteristics of all kind of fluids such type of the deficiency different type of the rheological models have been introduced. To study the behavior of the pseudo-plastic (shear thinning) fluids several models are introduced such as Cross model, Ellis model, Carreaus model, the power law models any many other non-Newtonian models, see [1, 2, 3, 4, 5] . However, there has been a little attention given to investigate the multiple solutions of Williamson fluid over a shrinking/stretching surface in presence of MHD.
The Williamson fluid was firstly introduced by Williamson [6] in his pioneer research of pseudo-plastic materials flow. He described the flow of pseudo-plastic fluids by developing a model equation and verified this hypothesis with the experiment. Since then, many other researchers worked on the Williamson fluid, such as [7, 8, 9] . A flow of a thin layer of the Williamson fluid in the presence of a gravitational field over an inclined surface was studied by Lyubimov and Perminov [10] . The perturbation method to the Williamson fluid inserted in the fracture of the rock was developed by Dapra and Scarpi [11] . The effect of the presence of an inclined magnetic field over the Williamson peristaltic flow fluid in the inclined asymmetric or symmetric channel was analyzed by Nadeem and Akram [12, 13] . Meanwhile, the Williamson peristaltic pumping fluid flow and heat transfer over the porous medium was studied by Vasudev et al., [14] . Cramer et al. [15] , indicated that the Williamson fluid model is perfect for the experimental data of the polymeric solutions as well as suspensions of the particle as compared to the other previous fluid models. Mixed convection flow of different fluids has been considered by many researchers such as Mabood [16] and Turkyilmazoglu [17] . For the shear thinning fluids, power law model indicates that the dynamic viscosity decreases indefinitely when shear rate increases. This implies that there will be zero viscosity when shear rate tends infinity and infinite viscosity when the shear rate is zero or at the rest. Each real fluid may have both maximum and minimum dynamic viscosities depending on the fluid's molecular structure. In the present Williamson model, both viscosities maximum (m 0 ) and the minimum (m N ) are taken into account. But in the case of pseudo-plastic fluids, the apparent viscosity cannot be zero at infinity, so this model gives better results.
Due to numerous applications in engineering and industries, MHD fluid flows on shrinking sheet have gained much attention nowadays [18, 19, 20, 21] . Such applications include liquid coating on photographic films, extrusion of the polymeric sheet from expire, boundary layer through the liquid film in the concentration process, aerodynamic extrusion of plastic sheets, etc. Turkyilmazoglu [22] dealt with the MHD flow through analytical approach. Mabood et al. [23] , considered MHD flow of rotating fluid over a vertical surface. Akbar et al. [24] studied "partial slip and heat transfer peristaltic flow behavior of the Williamson fluid through the inclined asymmetric channel". This study was later extended by incorporating nanoparticle. Vajravelu et al. [25] analyzed Williamson fluid flow (peristaltic) in asymmetric channels with permeable walls having different amplitudes and phases.
They have also discussed the effect of the various waveforms on the fluid flow pattern. Akram et al. [26] , analyzed the effects of an induced magnetic field over the peristaltic flow of the Williamson fluid by analytical and numerical techniques.
Bhatti and Rashidi [27] suggested the thermal radiation and thermos diffusion effects of the flow pattern of the Williamson nanofluid on shrinking/stretching porous sheet.
The aim of this study is to investigate the multiple solutions numerically of MHD mixed convectional flow of the Williamson fluid on an exponentially shrinking/ stretching sheet with combined effects of the velocity and the thermal slip conditions. The nonlinear coupled governing equations in partial differential equations form are transformed into ordinary differential equations form by using similarity transformations. Then, the equations are solved by applying the shooting method, it is already implicated successfully such as [28, 29] . The calculations are obtained for the different applied physical parameters until the desired level of the accuracy obtained. The results of the shear stress, as well as the temperature gradient, are calculated at the wall of the solid surface. It is expected that the findings of the present study will prove fruitful in the future research to enhance the development in science and technology. The fluid taken into account is electrically conducting and the applied magnetic field is perpendicular to the sheet. Due to the small Reynolds number, the polarization of magnetic field is ignored. The rheological equations of Williamson fluid are taken as mentioned by Reddy et al., [30] . In case of Williamson fluid flow, Cauchy stress tensor (S) will be written as
Model
where S stands for the extra stress tensor, m N restrictive viscosity with infinite shear rate, m 0 restrictive viscosity with zero shear rate, A 1 first Rivlin Erickson tensor, G > 0 is the constant of time and _ g will be written as
It is considered that
which leads to
Applying binomial expansion on (5), which gives
Under the given conditions, the boundary layer and heat transfer flow equations without viscous dissipation with magnetic force will be (refer [31] )
subjected to initial and boundary conditions below
where,
In the above mentioned conditions Velocity components will be written as
For relations of (11), (7) is satisfied automatically and (8, 9) takes the form:
The boundary conditions in (10) will then be reduced to
To get the similarity solutions, the following similarity transformations are used
where h represents the similarity variable and v w ðxÞ is denoted by
Using similarity transformations in Equations (12), (13) 
The related boundary conditions will be,
;
f 0 ðhÞ/0; qðhÞ/0 as h/N ð19Þ
q are thermal and velocity slip parameters [32] , henceforth, this analysis is considered as a local similar. N u represents the gradient of the wall temperature and C f for the coefficient of the skin friction are important interesting physical quantities that are to be measured. The coordinate system and flow regime are illustrated in Fig. 1 . By boundary layer approximations, t w and q w take the form
That are written as, In the dimensionless form, both parameters above can be written as
Stability analysis
In this regard, unsteady state of our governing model has been considered to do a stability analysis on the present problem. While Eq. (7) continues as before, Eqs. (8) and (9) supplanted by as pursues:
subjected to new boundary conditions
Another dimensionless variable t is presented, where t is uniform with the problem of which solutions will be related with problem of an initial value and physically feasible. With the presentation of new dimensionless variable t in Eq. (15), we now have
Substituting Eq. (26) into Eqs. (23) and (24) (27) and (28); gives
subjected to boundary conditions below 
The smallest number of eigenvalue ε determines the stability of dual solutions. According to Rehman et al. [35] , we have to relax the G 0 ðhÞ on our initial boundary condition. In this manner, we solved the equations with new boundary condition of G 0 0 ðhÞ ¼ 1, which is relaxed from G 0 ðhÞ/0 as h / N. Finally, we determine a fixed smallest value of ε, which is called smallest eigen value.
Result & discussion
The computation of Eqs. (17) and (18) with initial and boundary conditions given by (19) Table 1 . In order to verify our applied numerical method, our results have been compared with the results of bvp4c method in Table 2 . Table 2 shows an excellent agreement between shooting method and three-stage labatoo three-Aformula in bvp4c solver in MATLAB. f 00 ð0Þ and Àq0ð0Þ are presented graphically in Figs. 10 and 11 respectively. parameter b over temperature distribution is enlightened in Fig. 3 . In the case of the 1st solution, the increment in thermal slip parameter b decreases the temperature and the thickness of the thermal boundary layer that is also mostly observed in Table 1 . The values of the skin friction coefficient and rate of the heat transfer of considered Parameters. literature. In the second solution, the heat transfer rate and thickness of the thermal boundary layers increase by increasing thermal slip parameter.
The effects of Prandtl number (Pr) over velocity distribution profile is represented in Fig. 4 . The figure shows that velocity and thickness of momentum boundary layer reduce as the Prandtl number (Pr) is increasing in the first solution. On contrary, in the second solution the reverse effect is observed. Fig. 5 shows that in the first solution the heat transfer rate decreases as the Prandtl number increase. As a sample, MATLAB program for Fig. 5 is given in Appendix A. This behavior resembles with the first solution observed in Fig. 3 . It is examined that the increasing value of Pr decreases rate of the heat transfer in fluid considerably and the boundary layer comes closer to wall because the increasing value of the Prandtl number decreases rate of thermal diffusivity so in the result thinning boundary layer. However, thickness of thermal boundary layer and temperature rise in the first solution. However, in the second solution at start it is rising but after a point it is decreasing by increasing in Prandtl number. Fig. 7 shows that the heat transfer rate is increasing as magnetic parameter which measures the relative effects of viscosity to elasticity. The l ¼ 0 and l ¼ N represent Newtonian fluid and elastic solid respectively. The middle values stand for polymeric viscoelastic fluid properties. The magnitude of the velocity is increased along the boundary layer as value of l is increased, so it decreases the cohesive forces between the fluid molecules and flowing layer therefore flowing fluid is accelerated with greater Weissenberg number. In present study, it is observed that the dual solution exists only in range of 0 l 0:1. The velocity distribution profile decreases in first solution as l increases but no effect is observed in the second solution in spite of increasing l.
In order to show the existing of dual solutions over stretching surface, Figs. 9 and 10 are drawn. Velocity profile decreases in first solution when suction is increased in Fig. 9 . On the other hand, dual behavior of velocity profile has been noticed. Fig. 10 demonstrated the effect of suction parameter on temperature profile. When suction increased, temperature and thickness of thermal boundary layer decrease in the first solution. However, dual behavior of increasing and decreasing of temperature profile can be seen in the second solution. Fig. 11 , shows the coefficient of skin friction; skin friction diminutions as velocity slip effect increases in both solutions. However, skin friction is increased in first solution and the reverse behavior is observed in second solution in which skin friction is decreasing by increment in the magnetic parameter (M).
Graph of local Nusselt number is plotted in Fig. 12 , which demonstrates that as the slip parameter increases heat transfer rate increases in the second solution and declines monotonically as the Hartmann number is increased. In first solution, no more change occurs in the heat transfer rate when thermal slip parameters increase.
In like way, because of the presence of double solutions in a chose limit of parameters, as appeared in our separate numerical outcomes, an investigation of stability has been performed to decide the most stable solution between them by verdict the smallest eigen value ε. With the help of bvp4c solver in MATLAB software, the Eqs. (31) and (32) along with boundary conditions (33) has been solved 
Conclusion
The MHD flow of Williamson fluid and heat transfer with exponentially vertical shrinking/stretching sheet is examined unanimously into consideration of velocity and thermal slip effect. The similarity solutions are obtained by applying similarity transformations over governing boundary layer partial differential equations in form 
